
This cold-applied product is designed for 

use in filling cracks in asphaltic concrete 

pavements.

OverKote Crack Filler Types:
Crack Filler I
Cracks ¼ inch and smaller

Crack Filler II
Cracks ¼ inch and larger

Preparation:
Cracks should be clean and preferably 

moist or damp. If necessary, dirt, loose 

pieces of old expansion joint material, 

or cracks shall be removed with an air 

jet or water or both. The surface of the 

pavement should be air-dry when the 

application of crack filler is made.

Application: 
Mix well before using. Pour OverKote™ 

Crack filler into cracks. Cracks should 

be filled approximately to surface of 

pavement. Product can be applied 

by means of cone-shaped crack filler 

devices, pouring pots, v-squeegee or 

other appropriate equipment that will 

induce the crack filler into crack without 

waste. Allow crack filler to cure before 

proceeding with pavement sealing. Wash 

tools in water. Use petroleum solvent if 

material has dried. Keep from freezing. 

Do not store in direct sunlight where 

temperatures exceed 100°F. Containers 

should be closed when not in use. Keep 

out of reach of children. 

Packaging comes in 5 gallon pails.

Gatoraid 652:
Mastic Alligator Patch
General:  Gatoraid is a blend of an 

asphaltic emulsion, mineral fillers, recycled 

shingles, ground rubber and plasticizers 

designed especially for alligatored and 

raveled areas. It is also used for filling 

cracks in excess 1” in width on any 

asphaltic surface. Economically, Gatoraid 

has a superior advantage over hot mix 

skin patch which requires digging out 

the alligator areas and replacing them. 

It is ready to use on asphalt surfaces 

such as athletic courts, driveways, 

roadways, highways, streets, parking lots, 

playgrounds, walkways and running tracks.

Surface Prep: Surface must be dry and 

free from all loose material, dirt and dust.

Application: Mix well before using. Use 

as is. Pour on alligatored areas and work 

in with flat blade squeegee. Gatoraid 

should be applied no thicker than ¼ 

inch. Additional applications may be 

required in severe circumstances.

Filling Cracks: Fill cracks. Before it sets 

up, scrape excess from surface (use v 

shape rubber squeegee).

Filling “Bird Baths”:  Should be filled 

with lifts of ¼” in depth maximum and 

allowed to harden before any type of 

seal coating application.

Gatoraid will set under warm conditions 

in several hours, depending on weather 

and filler thickness.

Coverage: Up to 20 square feet for 

patching alligatoring areas and bird 

baths ¼” depth. Up to 80 linear feet of 

½ x ½ depth cracks.
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Hot Crack Filler Sealants

Direct Fire Materials:
Crafco Superflex HT
30 lb boxes

Henry’s Duroflex
35 lb boxes

The sealant is a hot applied asphalt based used to fill 

cracks in asphalt concrete. The hot crack filler material 

can be melted in jacketed double type melting units or 

in small direct fire types of melters.

Indirect Fire Materials: 
Crafco Polyflex 2 and 3
30 lb boxes

Deery 180
30 lb boxes 

Henry’s Duroflex
35 lb boxes

The sealant is a single component hot applied elastically 

modified composition of asphalt synthetic polymer 

recycled rubber and other modifiers. These products 

should be used in an oil jacket melter.

Other Crafco and Deery products can be special ordered.
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Crafco Superflex HT
30 lb boxes

Deery 200
30 lb boxes


